
Features:
• Solid cast brass housing

• Vandal proof wrist blade handle

• Ceramic cartridge

• Pressure balance design maintains +/-3˚F temp. range

• Back to back capability

• Vandal proof 2.5 gpm (9.0 L/min) brass adjustable 

   showerhead, arm and flange

• Vandal proof 7.6 gpm (28.7 L/min) @ 60 psi maximum 

 diverter spout 

• All supply and discharge ports have combination 

 IPS threaded and sweat connections

• Diverter on spout

• Complies with ADA requirements

Standards & Certifications:
• ASME A112.18.1M 

• ANSI A117.1

• CSA B125 

• IAPMO / cUPC

• MASS Code

Catalog Numbers:
C0-44-715  Valve only

C0-44-720 Shower only, 

  Adjustable Showerhead

C0-44-730 With Slip Fit Diverter Spout, With Adjustable  
   showerhead.

Prefixes Available:
C0 = Metal Wrist Blade Handles

Suffixes Available:
None
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C0-44-730 Shown

Because we are committed to continual product improvement, specifications are subject to change without notice.  

Gerber Toll Free Technical Support: 888-648-6466
www.gerberonline.com

C0-44-730 Series
Commercial Faucet

Single Handle Pressure Balance
Tub/Shower Fitting®
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